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pipes with attached hose. Extinguishers shall be hung in a public hall-
way at a height convenient for ready access and use.
Each operating room and X-ray room area should be provided with
a suitable hand-type extinguisher of at least 1,/ quart size.
Where inside standpipes are installed they must have a sufficient
length of hose attached thereto on each and every floor to throw a
stream of water to every part of the floor. Standpipe hose shall be
unlined.
Outside standpipe thread must conform to thread of hose connec-
tions for the local fire department. Hospitals located outside city or
town limits must make arrangements with the nearest fire department
to respond to calls.
There shall be at least one piece of first aid fire fighting equipment
on every floor of every hospital building. Extinguishers shall be so
located that a person will not have to travel more than 50 feet from
any point to reach the nearest extinguisher.
First aid fire" fighting appliances shall be of the type which would
control ordinary combustible fires. When special hazards exist, ad-
ditional first aid fire fighting equipment of the type which will control
these fires shall be required.
When the first aid fire fighting equipment is of the type requiring
re-charge periodically, such extinguishers shall be re-charged by a
competent person at least once each year, or immediately after use,
and time and date of re-charge shall be registered on the tag attached
to the extinguisher.
All hose and connections shall be kept serviceable and have periodic
inspections,
All employees shall be instructed in the location and use of the
first aid fire fighting equipment.
Signs should be posted in conspicuous places to give information
as to the location and operation of fire alarm boxes, extinguishers,
fire hose and fire exits.
c. Exits From Building
There shall be more than one exit leading to the outside of the
building from each floor. Exits are to be located as remotely from
each other as practical and shall be so arranged that there are no
pockets or deadends of appreciable size in which occupants may be
trapped.
Any building housing patients or employees two stories or more
above the ground must have enclosed emergency exits of fireproof
construction from such floors. A basement shall be considered a floor
if it accommodates treatment for patients or facilities for employees.
All outside stairs used as fire exits must reach the ground and shall
be provided with handrails. Extension to the roof of the building can
be of steel ladder type, properly anchored.
Interior exit stairways shall be a minimum of 44 inches in width,
be equipped with handrails and so located as not to present a greater
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